High Performance Primers, Barrier Coats and Topcoats

PRIMERS AND BARRIER COATS

Product Code Description wt/Gal % Solids Viscosity

TUC1386 Dull Polyurethane Primer 7.5 +/- 0.2 16.0 +/- 2.0 17.0 +/- 2.0 sec
#3 Zahn

TUC1396R Dull TPO Primer 7.5+/-0.2 15.0 +/- 2.0 12.0 +/- 2.0 sec
#3 Zahn

TUC1397R Crosslinker for TPO 9.45+/-1.0 100 1200 +/- 200 mPA’s

TUC 1412 Dull Polyurethane 7.2 +/-0.2 12.0+/- 1.0 14.5 +/- 2.0 sec
Primer #3 Zahn

TIC1578 Dull PVC Primer 7.1+/-0.1 12.0 +/- 2.0 14.0 +/- 2.0 sec
for Automotive #3 Zahn

TIC1581 Dull PVC Primer 7.7 +/- 0.1 12.0 +/- 2.0 14.0 +/- 2.0 sec
for Automotive Topcoat #3 Zahn

TIC1586 Dull PVC/Acrylic Primer 7.6 +/-0.2 13.5+/- 1.5 13.0 +/- 3.0 sec
#3 Zahn

WATER-BASE PRIMERS ADHESIVE

Product Code Description Viscosity
TUC2003 Water-Based Adhesive 7.8+/-2.0 35.0+/-3.0 21.0 +/- 2.0 sec
for PVC/Polyester #3 Zahn
TUC2004 Crosslinker for Water Base 7.0 +/- 0.2 N/A 8.0 +/- 2.0 sec
#3 Zahn
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High Performance Primers, Barrier Coats and Topcoats

SRT - DENIM STAIN RESISTANT TOPCOATS

Product Code

Description

Viscosity

TUC1387 Crosslinker
TUC1388R Dull SRT-Denim
Stain Resistant Topcoat
TUC1389R Gloss SRT-Denim
Stain Resistant Topcoat
TUC1404 Dull Pre-Crosslinked
SRT Topcoat
TUC1405 Gloss Pre-Crosslinked
SRT Topcoat
TUC1406 Dull Pre-Crosslinked
SRT Topcoat
TUC1407 Gloss Pre-Crosslinked
SRT Topcoat
TUC1408 Dull Pre-Crosslinked
SRT Topcoat
TUC1409 Gloss Pre-Crosslinked
SRT Topcoat
TUC1415 Dull Pre-Crosslinked
SRT Topcoat
TUC1417 Gloss Pre-Crosslinked

SRT Topcoat
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wt/Gal % Solids
7.0 +/-0.2 N/A
7.8 +/-0.2 32 +/- 38
7.8 +/-0.2 32 +/- 38
7.8 +/-0.2 32.5+/-2.0
7.7 +/-0.2 33.0+/- 3.0
7.8 +/-0.2 35.5+/-2.0
7.8 +/-0.2 33.0+/- 3.0
7.8 +/-0.2 36.0 +/- 2.0
7.8 +/-0.2 32.0+/- 2.0
7.8+/-0.2 32.5+/-2.0
7.8 +/-0.2 32.5+/-2.0

xtremecoatingtechnologies.com

8.0 +/- 2.0 sec
#3 Zahn

11.0 +/- 3.0 sec
#3 Zahn

11.0 +/- 3.0 sec
#3 Zahn

13.0 +/- 1.0 sec
#3 Zahn

11.0 +/- 3.0 sec
#3 Zahn

14.0 +/- 2.0 sec
#3 Zahn

11.0 +/- 3.0 sec
#3 Zahn

13.5 +/- 2.0 sec
#3 Zahn

12.5 +/- 2.0 sec
#3 Zahn

13.0 +/- 1.0 sec
#3 Zahn

13.0 +/-1.0 sec
#3 Zahn



High Performance Water-Based Coatings

WATER-BASE SRT DENIM STAIN RESISTANT TOPCOATS '”f*>

Product Code Description wt/Gal % Solids Viscosity
TUC2015R Dull Denim Resistant 8.6 +/- 0.1 32.0+/-2.0 28.0 +/- 3.0 sec #3 Zahn
SRT Topcoat
TUC2017 Gloss Denim Resistant 8.8 +/- 0.2 26.0+/-2.0 20.0 +/- 3.0 sec #3 Zahn
SRT Topcoat
TUC2023 Dull High Abrasion 8.6 +/- 0.2 33.0+/-2.0 28.0+/- 3.0 sec #3 Zahn

Water Base Topcoat

WATER-BASE PRIMERS AND BARRIER COATS

Product Code Description wt/Gal % Solids Viscosity
TUC2022 Dull Water Base Primer 7.8 +/-0.2 30.0+/-2.0 16.0 +/- 2.0 sec #3
for PVC Zahn
TUC2022R Dull Water Base Primer 7.7 +/-0.2 27.0+/-2.0 16.0 +/- 3.0 sec #3
for TPO Zahn
WATER-BASE NON-BURNISHING TOPCOAT
Product Code Description wt/Gal % Solids Viscosity
TUC2020 Very Dull Non-Burnishing 8.4+/-0.2 23.0+/-1.0 18.0 +/- 2.0 sec
Topcoat #3 Zahn
TUC2020-1 Dull Non-Burnishing Topcoat 8.4 +/- 0.2 23.0+/-1.0 18.0 +/- 2.0 sec
#3 Zahn
TUC2024 New Haptics Non-Burnishing 8.7 +/- 0.2 34.0+/-5.0 16.0 +/- 2.0 sec
PVC Topcoat #3 Zahn
TUC2012 Crosslinker 8.7 +/- 0.2 43.0 +/- 2.0 13.0 +/- 1.0 sec
#3 Zahn
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High Performance Solvents and Topcoats

SOLVENT NON-BURNISHING

Product Code Description % Solids Viscosity
TUC1398R Dull PU Topcoat Non- 7.5+/-0.2 18.0 +/- 2.0 23.0 +/- 5.0 sec
Squeak for PVC & TPO #3 Zahn
AIR DRY SRT TOPCOAT o
Product Code Description % Solids Viscosity e
TUC1402 Air Dry SRT for Boat 7.7 +/-0.2 32.0+/-2.0 13.0 +/- 2.0 sec
Bottom #3 Zahn
TUC1378 Crosslinker 7.0+/-0.2 N/A 8.0 +/- 2.0 sec #3
Zahn

ULTRA-CLEAR TOPCOATS

Product Code Description Viscosity =
TUC1354M2 Ultra-Clear High 7.7 +/-0.3 50.0 +/- 2.0 18.0 +/- 2.0 sec
Abrasion Topcoat #3 Zahn
TUC1338R Crosslinker 7.0+/-0.2 15.0 +/- 2.0 8.0 +/- 2.0 sec
#3 Zahn

WATER-BASED METALLIC INK

Product Code Description wt/Gal % Solids Viscosity
TAM100 Metallic Urethane 7.9 +/-0.1 36.0+/- 2.0 32.0+/-2.0
Product Code Description wt/Gal % Solids Viscosity
TUC1164 Dull PU Automotive 7.5+/-0.2 18.0+/-0.2 23.0 +/- 5.0 sec
Topcoat #3 Zahn
TUC1395 Dull PU Automotive 7.5+/-0.2 19.0+/- 3.0 22.0 +/- 6.0 sec
Topcoat #3 Zahn
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